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Baudette – Rainy River International Bridge

MTO GWP 6046-10-00
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2018



· construct piers and abutments

· use barges and temporary causeway

· construct bridge approaches concurrent with

bridge construction.    See traffic staging ▶

· construct bridge deck and superstructure

· use barges and temporary causeway

SUBSTRUCTURE

APPROACHES

SUPERSTRUCTURE

REMOVAL

• Access to the bridge and across the border will be maintained

on the existing bridge while the new bridge is built

• Temporary road closures (maximum 15 minute closures) will be

allowed to complete the tie-in of the new bridge to the

Port of Entry facilities and roadway

• Sidewalk on the existing bridge will be removed for the

construction of the new bridge

• Construction areas will be fenced off for safety of pedestrians

during construction and decommissioning of the existing bridge

• Temporary (minor) noise impacts due to construction activities

may occur. Timing restrictions for construction will be

implemented throughout the contract

• Once the replacement bridge is complete, access across the

border will be switched to the new bridge and the existing

bridge will be decommissioned

• Construction staging and laydown areas will be confirmed by

the Contractor prior to construction

• If private property is required for construction staging and

laydown areas, the Contractor will work with property owners

to make appropriate arrangements

What to expect during construction
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· remove old bridge

· use bridges and temporary causeway


